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8005
Webbing

FABRIC DESCRIPTION

COMPOSITION 100% Para-Aramid

WEIGHT (g/m 2) 35

WIDTH (cm) 4

CONSTRUCTION N/A

DETAILED PROPERTIES TEST METHOD RESULT

HEAT RESISTANCE 180 °C ISO 17493

EN 15025 Met.A

EN 15025 Met.B

EN ISO 13934-1

EN ISO 13937-2

PASS

N/A

N/A

N/A

N/A

BURSTING STRENGTH N/AEN 13938-2

FLAMMABILITY

TEAR STRENGTH AFTER WASH

TENSILE STRENGTH AFTER WASH

FLAME SPREAD FABRIC ORIGINAL & AFTER WASH A2

FLAME SPREAD FABRIC ORIGINAL & AFTER WASH A1

N/AEN ISO 14116

DETERMINATION OF FORBIDDEN AZO COLORANTS EN ISO 14362-1 N/A

COLOUR FASTNESS TO WASHING EN ISO 105-C06 Met.C1S (40 °C) N/A

COLOUR FASTNESS TO DRY CLEANING EN ISO 105-D01 N/A

COLOUR FASTNESS TO RUBBING EN ISO 105-X12 N/A

COLOUR FASTNESS TO PERSPIRATION EN ISO 105-E04 N/A

DETERMINATION OF PH VALUE N/AEN ISO 3071

EN ISO 12945-2 N/APILLING RESISTANCE (2000 RUBS) 

CLEANING INSTRUCTION

DIMENSIONAL CHANGE AFTER WASHING EN ISO 5077 N/A


